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Bridges and Structures

Revision of 2092-BTE, 2093-BTE, 2094-BTE, 2095-BTE, 2096-BTE, 2097-BTE, 2098-
BTE, 2099-BTCD, 2099-BTE, 2100-BTCD, 2100-BTE, 2101-BTCD, 2101-BTE, 2102-
BTCD, 2102-BTE, 2103-BTCD, 2103-BTE, 2104-BTCD, 2104-BTE, 2105-BTCD, and
2105-BTE.

(CADD MO0195)

Electronic copies are available in the following Office of Bridges and Structures standard
directory W:\Highway\Bridge\Standards\Bridges and on the Internet:

http://www.iowadot.gov/bridge/standard.htm

Standards 2092-BTE, 2093-BTE, 2094-BTE, 2095-BTE, 2096-BTE, 2097-BTE, and
2098-BTE — Added an additional space ( 2 — 5g1 bars ) to the lower backwall.

Standards 2099-BTE, 2100-BTCD, 2100-BTE, 2101-BTCD, 2101-BTE, 2102-BTCD,
2102-BTE, 2103-BTCD, 2103-BTE, 2104-BTCD, 2104-BTE, 2105-BTCD, and 2105-
BTE — Added the PCV Pipe inspection port to Section C-C with a label.

For any questions, please check with Stuart Nielsen or Thayne Sorenson.
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